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M.A.R.S’ new temperature monitoring system can help you 
detect Covid-19 among your workforce and customers. 

In addition to Metro’s existing Facial Recognition software, our new thermal temperature screening system 
will check each arriving person’s body temperature. Installing our system will allow thermal temperature 

screenings of up to 20 people at one time with an outstanding accuracy of + or - 0.3 degrees, giving you the 
ability to restrict access to anyone indicating a fever, keeping your workforce and customers safe.

How it works
• Uses a combination of facial recognition and thermal 
imaging cameras, enabling recognition of the person 
walking in and their simultaneous temperature meas-
urement – all within one second. 
• Allows the user to build pro�les on sta�, enabling the 
system to recognise that ‘person A’ usually enters the 
building with a temperature between 36.5 - 37.0°C. If 
‘person A’ arrives one day with a temperature of  37.2°C 
it  will trigger a noti�cation indicating they may be 
developing a fever and should be checked out/ sent 
home. The system therefore can help detect and warn 
of a virus/fever before even the infected person knows. 
• Anyone trying to enter the facilities with a tempera-
ture higher than normal will be detected, sta� can 
monitor this on a local screen and or mobile applica-
tion. 

The Benefits
• Able to monitor the temperature of all sta�/cus- 
tomers/visitors entering the premises. Allows the user 
to determine whether an individual has an abnormal 
body temperature – a key symptom indicator for 
Covid-19 and In�uenza. 
• Customisable activation triggers: when someone 
meets the pre-assigned temperature a noti�cation can 
be sent to a mobile app for on-site sta� to respond, 
allowing for immediate action whilst simultaneously 
notifying head o�ce. The system can process up to 20 
people at once, ensuring no disruption when entering 
a facility.
• Optional central station/head o�ce monitoring 
across hundreds of di�erent sites, allowing for a 
central database for reporting and analytics.  
• The system has an outstanding accuracy of + or - 
0.3 degrees, which means no false positives. 

Quick / Easy Install

• Using a combination of thermal imaging measurement, facial recognition software and megapixel CCTV 
cameras, the system can be installed rapidly and work in any type/size of site con�guration.

• The system can also be linked to access control equipment such as turnstiles and door entry locks, e.g. to 
automatically close access points if a body temperature alarm is activated and prevent ingress.


